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Technical Specifications

* Specifications are subject to change without notice. All trademarks are the property of their respective owners.

SYSTEM SUMMARY
Footprint: 1455(W) × 1760(D) × 1945(H) mm Packaging Weight: 2600 kg
Machine Weight: 2400 kg Power Supply: 110~220 VAC, 50/60 Hz
Packaging Dimension: 2280(W) × 1750(D) × 2100(H) mm Power Consumption: 4 kW

IMAGING DETECTOR
Detector: High Resolution FPD Pixel Size: 84 µm
Effective Inspection Area: 129 x129 mm Frame Rates: 20 fps
Pixel Matrix: 1536 x 1536 System Magnification: 1600x

SOFTWARE
One-click zoom in & out Fast & automatic navigation of region of interest (ROI)
Fixed-point following during FPD tilt Independent table auto-follow while the axis tilts.
Algorithms for image sub-pixel reconstruction One-click intelligent image clarity enhancement
Automatic image comparison One-click intelligent image contrast enhancement

Variety of filters and image processing algorithms Sharpening, color invert, denoising, image
preprocessing features

OTHER FEATURES
Door Operation: Manual X-ray Safety: <1 μSv/h (Meets all international standards)
Authority management: fingerprint access management 
system with password support

Safety operation: electromagnetic interlock, warning light and
realtime radiation monitor

MOTION CONTROL SYSTEM
Motion control method: mouse & keyboard & dual joystick
Maximum Loading Size: 0620 mm
Maximum Inspection Size: 600 x 450 mm
Tilting Inspection: Maximum 60° (Tube & Detector)
Objective Stage: Horizontal Rotation 360°

INDUSTRIAL PC
Monitor (Dual): 27“ 4K HD displays
Operating System: Windows
Hard Disk: 1 TB
Memory: 16 GB
CPU: Intel® Core™ i7

X-RAY TUBE
Tube type: Sealed Maximum Power Output: 65 W
Voltage: 40~130 kV(Adjustable) Minimum focal spot: 5 μm
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VISIT THE PRODUCT PAGE

MADE IN MALAYSIA/CHINA



Functional Characteristics
The software comes standard with algorithms for image
sub-pixel resolution to improve image quality

Auto-navigation positioning for fast image capture

X-ray source and FPD tilting with a maximum 60° 
oblique view, featuring fixed-point following during 
tilting to keep images centered.

CNC mapping programming function for panel &
batch automatic inspection

Twin joysticks, X-Y & rotation control and Z axis
for tilting & magnification

Large inspection table with 360° rotation.

Inspections Images

Application

  +1 760 752 1192 | creativeelectron.com

Our guarantee to you.
We believe in the solutions we provide and are confident that they will 
operate robustly, consistently, and reliably in our customers’ hands for a long 
time with minimal maintenance. Your peace of mind is our top priority.

Semiconductor/SMT/ 
DIP/Electronic  

Component Inspection

IC/BGA/CSP/flip Chip Multiple
Packaging Inspection

Lithium Battery
Inspection

Auto parts/ Aluminum
Castings Detection

Photovoltaic, molded plastics,
ceramic products and other
special industry detection
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